GALVANIZED STEEL DROP WIRE C.A.T.V.

Designed for use on : Messengers.

Identification Label
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Diameter Holding Strength(Lbs) Packaging Properties
Range Per Messenger per box
Construction
Catalog Part Messenged Min Max MBS Units | Weight Color Length
Number Number Size (Lbs) (Lbs) (inches)
60010 051-9SDN .051 0.045 0.062 200 200 8 GREEN 9
60020 065-10SDN .065 0.065 0.07 325 200 11 WHITE 10
60030 072-10SDN .072 0.072 0.082 365 200 12 BLUE 10
60040 083-11SDN .083 0.083 0.094 485 200 13 RED 11
60050 095-11SDN .095 0.095 0.108 635 100 9 YELLOW 11
60060 109-12SDN .109 0.109 0.119 1800 100 10 BLACK 12
60070 134-14SDN 134 0.134 0.144 2025 100 12 ORANGE 14
60080 162-14SDN .162 0.162 0.172 2960 100 14 RED 14
60090 188-16SDN .188 0.188 0.198 3990 100 18 BLUE 16
60092 310-14SDN .310 0.31 0.32 10850 100 20 ORANGE 14
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GALVANIZED STEEL DROP WIRE C.A.T.V.

Diameter

Holding Strength(Lbs)

Packaging

Properties

Range Per Messenger per box
Construction
Catalog Part Messenged Min Max MBS Units | Weight Color Length
Number Number Size (Lbs) (Lbs) (inches)
60094 345-14SDN .345 0.345 0.384 13435 100 20 BLACK 14
60096 385-14SDN .385 0.385 0.394 16735 100 22 BLACK 14
60098 395-14SDN .395 0.395 0.405 17615 100 22 BLUE 18
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	60000-Service Ends
	Galvanized Steel
	Aluminum Clad Steel




